Truggy Draft Rules 23 January 2008

1. OVERAL DIMENSIONS

a. Overall length – Max 625mm

b. Overall width – Min 350mm maximum 450mm

c. Wheelbase – Min 300mm maximum 400mm.

d. Minimum body height to centre line of the roof top shall be no less than 185 mm with the chassis firmly seated on 50mm blocks

e. Overall Maximum height - measured from the ground including roll bar and wing or parts of will with the chassis firmly seated on 50mm blocks not exceed the 250mm. (this measurement does not include the receiver aerial).

f. The minimum weight limit with an empty fuel tank shall be 4200 gram.

g. The car shall be measured for width by placing it on a flat base material equipped with two side rails of 150mm height. These shall be spaced 450mm apart and constructed in such a way that the car can roll freely between them. The base material must be constructed of high quality components suitably stiffened to prevent distortion. The car must roll freely between the side rails with any steer able wheels set in the straight ahead position irrespective of the compression, extension or roll angle of the suspension.

h. The car shall be measured for length and height in a similarly constructed box of internal dimension 625mm x 450mm, which includes provision for checking the minimum and maximum heights.

i. The measurement of the wheelbase may be made by simple measure of axle centre distances with the suspension in any position. The Race Director should be prepared to make more exact checks in cases of doubt or protest. it is then suggested that the wheels are removed and the wheel spindles are firmly placed on V-blocks whilst accurate measurements are made.

j. It is the responsibility of the drivers to ensure that his/her car complies with the regulations at all times that it is on the track and the race organizer may check any car for compliance with the regulations at any time during the race meeting.

k. If a car is found to exceed the limits of dimensions on checking immediately after a race, positive proof of race damage may prevent disqualification.

l. During technical inspection only the driver, one mechanic and the team manager are entitled to be present in addition to Race Officials.

2. ENGINES

a. Internal combustion engines of not more than 5 ports not including the exhaust ports, and shall not exceed 0.28 cubic inches with carburetor intake of no more than 9mm Diameter. No tolerance allowed.

b. The fuel tank, including filter and fuel pipes up to the carburetor may hold a maximum of 150 milliliters. No loose inserts allowed. Any tank found to be illegal (over 150 milliliters) after a heat or final shall be removed from the car and inspected for a second time after an initial ‘cool down’ period of fifteen (15) minutes. This ‘cool down’ period is only necessary in the case of temperatures above 20 degrees C/68 degrees F. Only IFMAR approved measuring equipment to be used.

c. All cars will be fitted with brakes and clutch in such a manner as that the car can be held stationary whilst the engine is running.

3. SILENCER

a. Only IFMAR homologated silencers are allowed of a 3-chamber design.

b. The silencers used on the car shall bear their homologation number during the entire championship and their measurements must conform with those on the homologation sheet issued by IFMAR.

c. Silencers may be homologated by ROAR, EFRA or FEMCA up to four (4) months before the event. Silencers homologated in the four (4) month period before the event will not be included on the IFMAR Approved Muffler List for that event.

d. The first cone of all homologated mufflers may be reduced by a maximum of 8mm./0.315in. (length). The outlet pipe may have a minus tolerance of 2mm./0.078in. (length).

4. TYRES & RIMS

a. All tires must be black with the exception of side wall lettering to fit std rims as shown in diagram. With a Min 135mm Diameter

b. No spikes, tubes or additional items intended to increase traction may be either glued to the outside of tires or passed through tires from the inside.

c. Only standard sized rims with a 17mm hex drive (Manufactures tolerance of 1.5%) are to be used. Rims and tires to be based on the original concept of a Truggy rim example showing a std rim. Only the hub offset is put free.  I.e. any tire from any manufacturer will fit the STD rim as supplied with a kit.

5. WINGS

a. A wing of maximum overall size 217mm width and 77mm chord may be fitted. Side dams are allowed with a maximum dimension of 61 x 92 mm

6. APPEARANCE

a. Cars shall be a reasonable representation of the style of a 2wd or 4wd Off Road Stadium / Arena racing Truck.

b. Where a roll-cage is fitted this must remain inside the body.

c. Openings may be cut in the shell to facilitate the engine, exhaust outlet and aerial and also access to fuel filler, radio switch and engine adjustment. Clearance around such items shall be kept to a minimum.

d. A Cooling / refueling opening of not more than 50% of the front windscreen is also allowed.

e. Side Widows cut outs are allowed but may not extend past the bodies window mould lines.
